CEEE

Date: Dec.16.2004

RE: FTS SPEAKER WIRING
Our ATOMISWAVE Main PCB requires 8 ohm speakers.
If your conversion uses 4 ohm speakers, please wire as below.

Fﬁ FASTER THAN SPEED

SERVICE BULLETIN
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Wire to Wire to PIN 1 PIN 3 PIN 5 PIN7
JAMMA JAMMA STEREO STEREO STEREO STEREO
PIN 10 PIN L SPEAKER(+) SPEAKER(-) SPEAKER(+) SPEAKER(-)
SPEAKER(+) SPEAKER(-)

STEREO SOUND (L) STEREO SOUND (R)

MONORAL SOUND WIRING WIRING WIRING

STEREQ SPEAKER QUTPUT & EXTENSION SERIAL CONNECTOR, PIN LAYOUT

O O O O 5 (JST, 10 PIN PHD CONNECTOR)
Q0000 No. FUNCTION 1/0 | No.|FuncTion] 110
1 1 | STEREO SPEAKER LAS ouT | 2 TXD ouT
3 STEREO SPEAKER LIS ouT 4 RXD IN
CN3 5 | STEREQO SPEAKER RAJ QuUT | 6 GND -
7 | STEREQ SPEAKER RZS QuUT | 8 +5V ouT
9 | N.C. - 10 | N.C. -
STEREO SPEAKER
QUTPUT & SERIAL TERMINAL

(CN3)

JAMMA CONNECTOR
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